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Sundberg, Christopher

From: Malaise, Gordon

Sent: Wednesday, January 26, 2005 5:21 PM
To: Sundberg, Christopher

Cc: Kite, Robin; Gibson-Glass, Mary
Subject: FW: Children's Product Safety Act

Chris:

Take a look at the attached drafting instructions. | know that we've drafted similar
legislation maybe two, three, or four sessions ago, but | am not finding it in my logbook. If
my memory serves me correctly, this is primarily a trade reg draft with a little bit of day care
added on. Talk to Mary and Robin Kite to see if they remember drafting something relating
to children's products safety.

Thanks. /

Gordon

From: Kelly, Jessica

Sent: Wednesday, January 26, 2005 4:33 PM
To: Malaise, Gordon

Subiect: Children's Product Safety Act

Gordon, | have another one for you! Don't you feel lucky!?

Obviously, let me know if you have any questions regarding this "draft of a draft". I've
spoken at length with DATCP about it - they're on board and helped me with the language.
| also submitted it to DHFS for their opinion over 2 months ago, but they're dragging their
feet, so I've decided just to send it in to drafting.

Also, as a point of reference, lllinois, Michigan, Arkansas, Vermont, and Louisiana have
passed similar legislation...which is how | came up with what | have attached below.

Again, the sooner you can get this to us, the better.

Thanks.

Jessica Ford Kelly
Office of Senator Julie Lassa
State Capitol, 109-South
P.O. Box 7882

Madison, W1 53707-7882
608-266-3123 (Madison)

01/27/2005
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1-800-925-7491 (Toll I'ree)
608-267-6797 (Facsimile)
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Children’s Product Safety Act

An act to prohibit the use of unsafe children’s products; to prohibit child care facilities from using or
having on the facility premises unsafe children’s products; to prescribe powers and duties of certain
departments, officers, and agencies; to provide for the promulgation of rules to carry out the provisions of
this act; and to prescribe penalties for violation of the provisions of this act.

Definitions

“Children’s product” means a product, including but not limited to a full-size crib, non-full-size
crib, toddler bed, bed, car seat, chair, high chair, booster chair, hook-on chair, bath seat, gate or
other enclosure for confining a child, play yard, stationary activity center, carrier, stroller, walker,
swing, toy or play equipment or apparel, that meets the following criteria:

o The product is designed or intended for the care of, or use by, children under 12 years of

age or is designed or intended for the care of, or use by, both children under 12 years of

age and children 12 years of age or older; and = e

o The product is designed or intended to come into contact with the child while the product
is used.

o Notwithstanding any other provision of this section, a product is not a “children’s
product” for purposes of this Act if:

» It may be used by or for the care of child under 12 years of age, but it is designed
or intended for use by the general population or segments of the general
population and not solely or primarily for use by or for the care of a child; or

» Tt is a medication, drug, or food or is intended to be ingested.

“Commercial user” means any person who deals in children’s products or who otherwise by one’s
occupation holds oneself out as having knowledge or skill peculiar to children’s products, or any
person who is in the business of remanufacturing, retrofitting, selling, leasing, subletting, or
otherwise placing in the stream of commerce children’s products.

“Person” means a natural person, firm, corporation, limited liability company, or association, or
an employee or agent of a natural person or an entity included in this definition.

“Infant” means any person less than 35 inches tall and less than 3 years of age.
“Crib” means a bed or containment designed to accommodate an infant.

“Full size crib”’ means a full-size- crib as defined in Section 1508.3 of Title 16 of the Code of
Federal Regulations regarding the requirements for full-size cribs.

“Non-full-size crib” mans a non-full-size crib as defined in Section 1509.2 of Title 16 of the Code
of Federal Regulations regarding the requirements for non-full-size cribs.
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e No commercial user may remanufacture, retrofit, sell, contract to sell or resell, lease, sublet, or
otherwise place in the stream of commerce, on or after December 31, 2005, a children’s product
that is unsafe.

Unsafe Children’s products — prohibition

e A children’s product is deemed to be unsafe for purposes of this bill if it meets any of the
following criteria:
o It does not conform to all state and federal laws and regulations setting forth standards for
the children’s product.

o It has been recalled for any reason by the Department of Agriculture, Trade and
Consumer Protection, an agency of the federal government or the product’s
manufacturer, distributor, or importer and the recall has not been rescinded.

o The Department of Agriculture, Trade and Consumer Protection or an agency of the
federal government has issued a warning that a specific product’s intended use
constitutes a safety hazard and the warning has not been rescinded.

We need to creatqj@fﬁt&;authoﬁty or a new rule)allowing DATCP to issue an@‘ mediate )
warning that dayc%%?gnd thrift stores need to afﬁi{ie by. Right now, new rules take up to 2 years
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e A cribis presumed to be’unsafe for purposes of this bill if it does not conform to the standards

endorsed or established by the Consumer Product Safety Commission, including but not limited
to Title 16 of the Code of Federal Regulations and ASTM International, as follows:

o Part 1508 of Title 16 of the Code of Federal Regulations and any regulations adopted to
amend or supplement the regulations.

o Part 1509 of Title 16 of the Code of Federal Regulations and any regulations adopted to
amend or supplement the regulations.

o Part 1303 of Title 16 of the Code of Federal Regulations and any regulations adopted to
amend or supplement the regulations.

o The following standards and specifications of ASTM International for corner posts or
baby cribs and structural integrity of baby cribs:

1. ASTM F 966 (corner post standard).

2. ASTM F 1169 (structural integrity of full-size baby cribs).
3. ASTM F 1822 (non-full-size cribs).

List of Unsafe Children’s Products



The Department of Agriculture, Trade and Consumer Protection shall create, maintain and update

ww of children’s products that have been identified as meeting any of
the criteria set Torth in this bill.

The Department of Agriculture, Trade and Consumer Protection shall make the comprehensive
list available to the public at no cost and shall post it on the Internet and will make the list of
unsafe children’s products available to facilities withous internet access and will require child
care facilities to maintain any written information provided in a file ac06581ble to facility staff and
parents of children attending the Tacility.

The Department of Health and Family Services shall require that the list be posted in prominent
locations regularly visited by parents written notification of the existence of the comprehensive
list of unsafe products available on the Internet

Unsafe Children’s products — child care

A childcare facility may not use or have on the premises, on or after December 31, 2005, an
unsafe children’s product as described in this bill. This subsection does not apply to an antique or
collectible children’s product if it is not used by, or accessible to, any child in the childcare
facility.

The Department of Health and Family Services shall notify child care facilities, on an ongoing
basis, of the provisions of this Section and the Children’s Product Safety Act and of unsafe
children’s products, as determined in accordance with that Act, in plain, non-technical language
that will enable each child care facility to effectively inspect children’s products and identify
unsafe children’s products.

Require that the Department of Health and Family Services notify childcare providers during the
license application process and monitoring visits.

The Department of Health and Family Services shall adopt rules to carry out this section.

Each child care facility shall, as part of the licensing, licensing renewal, or periodic update
process conducted by the Department of Health and Family Services certify in writing that it has
reviewed each of the bulletins and notices issued by the Department of Agriculture, Trade and
Consumer Protection regarding unsafe children’s products, and that there are no unsafe products
in the facility.

o The Department of Health and Family Services shall prepare a certification from, and the
Department of Health and Family Services shall require each facility to complete the
certification form in the process of licensing renewal or periodic update.

o The Department of Health and Family Services shall retain the certification form
completed by each facility in each respective facility’s licensing file

Each child care facility shall maintain a file containing all bulletins, notices, or both issued by the
Department of Public Health and the Department of Agriculture, Heath and Consumer Protection
regarding unsafe children’s products, and shall make the file accessible to the facility staff
members and to the parents of the children who attend the facility.



=l @  The Department of Health and Family Services may revoke or refuse to renew the license of any
child care facility or refuse to issue full license to the holder of a permit should the licensee or
holder of a permit not comply with any section of this bill.

Retrofits

e An unsafe children’s produce, as determined pursuant to Section 3, may be retrofitted if the
" retrofit has been approved by the agency of the federal government issuing the recall or warning
or the agency responsible for approving the retrofit is different from the agency issuing the recall
or warning. A retrofitted children’s product may be sold if it is accompanied at the time of sale
by a notice declaring that it is safe to use for a child under 12 years of age. The commercial user
is responsible for ensuring that the notice is present with the retrofitted product at the time of sale.
The notice shall include:

o A description of the original problem, which made the recalled product unsafe.

o A description of the retrofit which explains how the original problem was eliminated and
declaring that it is now safe to use for a child under 12 years of age.

o The name and address of the commercial user who accomplished the retrofit certifying
that the work was done along with the name and model number of the product retrofitted.

e A retrofit is exempt from this bill if
o The retrofit is for a children’s product that requires assembly by the consumer, the
approved retrofit is provided with the product by the commercial user, and the retrofit is

accompanied at the time of sale by instructions explaining how to apply the retrofit or

0 The seller of a previously unsold product accomplishes the repair, approved or
recommended by an agency of the federal government, prior to sale.

Exception

e The commercial user shall not be found noncompliant if the specific recalled product sold was
not included on the Department of Agriculture, Trade and Consumer Protection list on the day
before the sale.

Penalty

e Penalty for a willful and knowing violation of this bill is subject to a civil penalty not to exceed
$1,000 for each day the violation continues.

Enforcement

e Any person, including but not limited to the Attorney General or a State’s Attorney, in the county
in which a violation of this bill occurred, may bring an action in the name of the People of
Wisconsin to enforce the provisions of this bill.



Remedies

¢ Remedies available under this bill are in addition to any other remedies or procedures under any
other provision of law that may be available to an aggrieved party.
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lllinois Compiled Statutes

PUBLIC SAFETY
(430 ILCS 125/) Children's Product Safety Act.

(430 ILCS 125/1)

Sec. 1. Short title. This Act may be cited as the
Children's Product Safety Act.
(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/10)
Sec. 10. Definitions. In this Act:

_(a) "Children's product" means a product, including but
not limited to a full-size crib, non-full-size crib, toddler
bed, bed, car seat, chair, high chair, booster chair, hook-on
chair, bath seat, gate or other enclosure for confining a
child, play vard, stationary activity center, carrier,
stroller, walker, swing, or toy or play equipment, that meets
the following criteria:

(i) the product is designed or intended for the care
of, or use by, children under 6 years of age or is
designed or intended for the care of, or use by, both
children under 6 years of age and children 6 years of age
or older; and

(ii) the product is designed or intended to come
into contact with the child while the product is used.
Notwithstanding any other provision of this Section, a

product is not a "children's product" for purposes of this Act
if:

(I) it may be used by or for the care of a child
under 6 years of age, but it is designed or intended for
use by the general population or segments of the general
population and not solely or primarily for use by or the
care of a child; or

(I7) it is a medication, drug, or food or is
intended to be ingested.

(b) "Commercial wuser" means any person who deals in
children's products or who otherwise by one's occupation holds
oneself out as having knowledge or skill peculiar to
children's products, or any person who is 1in the business of
remanufacturing, retrofitting, selling, leasing, subletting,
or otherwise placing in the stream of commerce children's
products.

(c) "Person" means a natural person, £firm, corporation,
limited liability company, or association, or an employee or
agent of a natural person or an entity included in this
definition.

(d) "Infant" means any person less than 35 inches tall and
less than 3 years of age.

(e) "Crib" means a bed or containment designed to
accommodate an infant.
(£) "Full-gize crib" means a full-size crib as defined in

Section 1508.3 of Title 16 of the Code of Federal Regulations
regarding the requirements for full-size cribs.

(g) "Non-full-size crib" means a non-full-size crib as
defined in Section 1509.2 of Title 16 of the Code of Federal

http://www.ilga.gov/legislation/ilcs/ilcs3.asp?ActID=1670&ChapAct=430%26nbsp%3BIl... 03/23/2005
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Regulations regarding the requirements £for non-full-size
cribs.
(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/15)

Sec. 15. Unsafe children's products; prohibition.

(a) No commercial user may remanufacture, retrofit, sell,
contract to sell or resell, lease, sublet, or otherwise place
in the stream of commerce, on or after January 1, 2000, a
children's product that is unsafe.

(b) A children's product is deemed to be unsafe for
purposes of this Act if it meets any of the following
criteria:

(1) It does not conform to all federal laws and
regulations setting forth standards for the children's
product.

(2) It has been recalled for any reason by an agency
of the federal government or the product's manufacturer,
distributor, or importer and the recall has not been
rescinded.

(3) An agency of the federal government has igsued a
warning that a specific product's intended use constitutes
a safety hazard and the warning has not been rescinded.
The Department of Public Health shall create, maintain,

and update a comprehensive list of children's products that
have been identified as meeting any of the criteria set forth
in subdivisions (1) through (3) of this subsection (b). The
Department of Public Health shall make the comprehensive list
available to the public at no cost and shall post it on the
Internet, and encourage links.

(c) A crib is presumed to be unsafe for purposes of this
Act if it does not conform to the standards endorsed or
established by the Consumer Product Safety Commission,
including but not limited to Title 16 of the Code of Federal
Regulations and the American Society for Testing and
Materials, as follows:

(1) Part 1508 of Title 16 of the Code of Federal
Regulations and any regulations adopted to amend or
supplement the regulations.

(2) Part 1509 of Title 16 of the Code of Federal
Regulations and any regulations adopted to amend or
supplement the regulations.

(3) Part 1303 of Title 16 of the Code of Federal
Regulations and any regulations adopted to amend or
supplement the regulations.

(4) The following standards and specifications of
the American Socilety for Testing Materials £for corner
posts of baby cribs and structural integrity of baby
cribs:

(A) ASTM F 966-90 (corner post standard).

(B) ASTM F 1169-88 (structural integrity of
full-size baby cribs).

(C) ASTM F 1822-97 {(non-full-size cribsg).

(d) Cribs that are unsafe shall include, but not be
limited to, cribs that have any of the following dangerous
features or characteristics:

(1) Corner posts that extend more than one-sixteenth
of an inch.

(2) Spaces between side slats more than 2.375 inches.

http://www.ilga.gov/legislation/ilcs/ilcs3.asp?ActID=1670&ChapAct=430%26nbsp%3BI... 03/23/2005
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(3) Mattress support that can be easily dislodged
from any point of the crib. A mattress segment can be
easily dislodged if it cannot withstand at least a
25-pound upward force from underneath the crib.

(4) Cutout designs on the end panels.

(5) Rail height dimensions that do not conform to
both of the following:

(A) The height of the rail and end panel as
measured from the top of the rail or panel in its
lowest position to the top of the mattress support in
its highest position is at least 9 inches.

(B) The height of the rail and end panel as
measured from the top of the rail or panel in its
highest position to the top of the mattress support in
its lowest position is at least 26 inches.

(6) Any screws, bolts, or hardware that are loose
and not secured.

(7) Sharp edges, points, or rough surfaces, or any
wood surfaces that are not smooth and free from splinters,
splits, or cracks.

(8) Tears in mesh or fabric sides in a non-full-sgize
crib.

(9) A non-full-size crib that folds in a "V" shape
design does mnot have top rails that automatically lock
into place when the crib is fully set up.

(10) The mattress pad in a non-full-gsize mesh/fabric
crib exceeds one inch.

(e) An unsafe children's product, as determined pursuant
to subdivisions (1), (2), and (3) of subsection (b) of this
Section 15, may Dbe retrofitted 1f the retrofit has been
approved by the agency of the federal government issuing the
recall or warning or the agency responsible for approving the
retrofit is different from the agency issuing the recall or
warning. A retrofitted children's product may be sold if it is
accompanied at the time of sale by a notice declaring that it
is safe to use for a child under 6 years of age. The notice
shall include: (1) a description of the original problem which
made the recalled product unsafe; (2) a description of the
retrofit which explains how the original problem was
eliminated and declaring that it is now safe to use for a
child under 6 years of age; and (3) the name and address of
the commercial user who accomplished the retrofit certifying
that the work was done along with the name and model number of
the product retrofitted. The commercial user is responsible
for ensuring that the notice is present with the retrofitted
product at the time of sale. A retrofit is exempt from this
Act 1if:

(i) the retrofit is for a children's product that
requires assembly by the consumer, the approved retrofit
is provided with the product by the commercial user, and
the retrofit is accompanied at the time of sale by
instructions explaining how to apply the retrofit; or

(ii) the seller of a previously unsold product
accomplishes the repair, approved or recommended by an
agency of the federal government, prior to sale.

(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/20)
Sec. 20. Exception. The commercial user shall not be found

http://www.ilga.gov/legislation/ilcs/ilcs3.asp?ActID=1670&ChapAct=430%26nbsp%3BI1... 03/23/2005
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noncompliant if the specific recalled product sold was not
included on the Department of Public Health's list on the day
before the sale.

(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/25)

Sec. 25. Penalty. A commercial user who willfully and
knowingly violates Section 15 is guilty of a Class C
misdemeanor.

(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/30)

Sec. 30. Enforcement. The Attorney General, or a State's
Attorney in the county in which a violation of this Act
occurred, may bring an action in the name of the People of the
State of Illinois to enforce the provisions of this Act.
(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/35)

Sec. 35. Remedies. Remedies available under this Act are
in addition to any other remedies or procedures under any
other provision of law that may be available to an aggrieved
party.

(Source: P.A. 91-413, eff. 1-1-00.)

(430 ILCS 125/900)
Sec. 900. (Amendatory provisions; text omitted).
(Source: P.A. 91-413, eff. 1-1-00; text omitted.)

Top
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Sundberg, Christopher

From: Reinen, Michelle J DATCP

Sent: Wednesday, March 23, 2005 1:28 PM

To: Sundberg, Christopher; Kelly, Jessica

Cc: Rabbitt, Jim L DATCP

Subiject: Children's Product Safety Act drafting information

Chris & Jessica

| spoke with Nancy Cowles, the Executive Director of Kids In Danger this morning. She stated that lllinois is just getting
around to taking the standards out of lllinois law so they refer directly to the standard number as in the model act. That
way changes are automatically incorporated. Below is the link for their legislation with crib language current in 1999 (not
the changed version).

hitp://www.ilga.gov/legislation/ilcs/ilcs3.asp?ActlD=1670&ChapAct=430%26nbsp%3BILCS%26nbsp%3B125%
2F&ChapteriD=39&ChapterName=PUBLIC+SAFETY&ActName=Children%27s+Product+Safety+Act%2E

Nancy also mentioned that in all the states that have enacted this legislation (IL, Ml, VT, Rl, LA, AK) the issue of having to

purchase the standards never came up. She had never heard the argument before. She also mentioned, as | am aware,

retailers are very used to having to refer to and purchase standards for numerous products. It is a part of their doing

business to assure they are selling safe products and an effort to protect themselves from Product Liability Lawsuits &

recalls. They often require manufacturers to provide them with testing data and certifications that a specific product they
are thinking of selling meets the applicable current safety standards.

Finally, after our discussion today Jim and | found language that is similar to our situation. Please refer to Chapter ATCP
118, Gasoline Advertising, which states:

"ATCP 113.02 Test methods, standards. The test methods prescribed in s. ATCP 113.01(1) and (3) are set forth in the
book "ASTM Manual for Rating Motor Fuels by Motor and Research Methods", published 1956, copies of which are on file
at the offices of the state department of agriculture, trade and consumer protection, secretary of state and revisor of
statutes, and which may be obtained from American Society of Testing Materials, 1916 Race Street, Philadelphia,
Pennsylvania.”

| would believe language similar to this could be used to reference the applicable 3 ASTM standards for this legislation
depending on whether it is decided to go with rulemaking authority or directly referencing it in the statute.

Hope this helps.

Michelle Reinen

Product Safety Investigator

Bureau of Consumer Protection
State of Wisconsin

(608) 224-4988 / fx (608) 224-4939
michelle.reinen@datcp.state.wi.us
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INTERNATIONAL

Standard Specification for
Full-Size Baby Crib’

This standard is issued under the fixed designation F 1169; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon () indicates an editorial change since the last revision or reapproval.

INTRODUCTION

This consumer safety specification addresses crib accidents that were identified by the Us.
Consumer Product Safety Commission (CPSC). »
CPSC received reports of strangulations incidents associated with crib corner post extensions and
incidents concerning failure of crib hardware and other structural components of cribs that also
resulted in fatalities
In response to the accident data collected by the CPSC, this consumer safety specification attempts
to minimize the risk of injury or death due to: failure of mattress support hardware, failure of glued
or bolted connections, dropside latch failure, and dislodgment of teething rails. This safety
specification also addresses incidents associated with poor maintenance or assembly by means of

requirements for the contents of instructional literature that must accompany a crib.

1. Scope

1.1 This consumer safety specification establishes perfor-
mance requirements and test procedures to determine the
structural integrity of cribs. It also contains design require-
ments addressing entanglement on crib corner post extensions,
and requirements for warning labels and instructional material.

1.2 No crib produced after the approval date of this con-
sumer safety specification shall, either by label or other means,
indicate compliance with this specification unless it conforms
to all requirements contained herein.

1.3 The following safety hazards caveat pertains only to the
test methods portion, Section 7, of this specification: This
standard does not purport to address all of the safety concerns,
if any, associated with its use. It is the responsibility of the user
of this standard to establish appropriate safety and health
practices and determine the applicability of regulatory limita-
tions prior to use.

2. Referenced Document

2.1 Federal Standard:
16 CFR 1303 Ban of Lead-Containing Paint and Certain

- Consumer Products Bearing Lead-Containing Paint

This specification is under the jurisdiction of ASTM Committee F15 on
Consumer Products and is the direct responsibility of Subcommittee F 15.18 Cribs,
Toddler Beds, Play Yards, Bassinets, Cradles, and Changing Tables.

Current edition approved Aug. 10, 2003. Published Aug. 2003. Originally
approved in 1988. Last previous edition approved in 1999 as F 1169 - 99.

Copyright

16 CFR 1500.50-.52 Test Methods for Simulating Use and
Abuse of Toys and Other Articles Intended for Use by
Children

16 CFR 1501 Method for Identifying Toys and Other
Articles Intended for Use by Children Under Three Years
of Age Which Present Choking, Aspiration or Ingestion
Hazards Because of Small Parts

16 CFR 1508 Requirements for Full-Size Baby Cribs?

3. Terminology

3.1 drop side/drop gate, n—a side that is intended to slide
with respect to the frame when the product is in the manufac-
turer’s recommended use position to provide easier access to
the occupant. :

3.2 dynamic load, n—application of an impulsive force by a
free falling mass.

3.3 folding side, n—a side, or a part thereof, that is intended
to fold with respect to the frame when the product is in the
manufacturer’s recommended use position to provide easier
access to the occupant. '

3.4 full-size crib, n—a bed that is designed to provide
sleeping accommodations for an infant having interior dimen-
sions of 28 * % in. (710 = 16 mm) wide and 5234 * 3% in.
(1330 = 16 mm) long.

2 Available from the Consumer Product Safety Commission, Washington, DC
20207.

© ASTM international, 100 Bare Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959, United States.
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3.5 occupant, n—that individual who is in the product when
it is setup in one of the manufacturer’s use positions. ;

3.6 static load, n—a vertically downward force applied by a
calibrated force gage or by dead weights.

3.7 stationary side, n—a side or end panel that is not
intended to fold, slide or move with respect to the frame when
the product is in the manufacturer’s recommended use posi-
tion.

3.8 structural failure, n—damage to a component(s) or
assembly resulting in partial separation (greater than 0.040 in.
(1.00 mm) over original configuration), or complete separation
of the component(s) or assembly.

4. Calibration and Standardization
4.1 All testing shall be conducted on a concrete floor which
may be covered with Y2-in. (3-mm) thick vinyl floor covering.
4.2 The crib shall be completely assembled, unless other-
wise noted, in accordance with the manufacturer’s instructions.
4.3 No testing shall be conducted within 48 h of gluing.
4.4 The item to be tested shall be in a room with ambient
temperature of 73.4 = 9°F (23 % 5°C) for at least 24 h prior
to testing. Testing shall then be conducted within this tempera-
ture range.

5. General Requirements

5.1 Before performing any of the tests in this specification
all wood parts shall be smooth and free of splinters.

5.2 Surface Coatings—The paint or surface coating on the
product shall comply with 16 CFR 1303.

5.3 Small Parts—There shall be no small parts as defined by
16 CFR 1501 before testing or liberated as a result of testing to
this specification.

5.4 Corner Posts:

5.4.1 No corner post assembly shall extend more than 0.06
in. (1.50 mm) above the upper edge of an end or side panel,
whichever is higher, when measured from the lowest point on
the upper edge of the end or side panel within 3 in. (76 mm)
from the outermost contour of the post or elbow (see Fig. 1).

5.4.1.1 This requirement applies when any drop side/drop
gate is in either the raised or lowered position.

5.4.2 The limitations in 5.4.1 do not apply to a corner post
assembly that extends at least 16 in. (400 mm) above the
uppermost surface of the side rail in its highest position.

5.4.3 Corner posts intended to accept removable vertical
extensions made up of two or more segments (such as canopy
post extensions) shall not permit the attachment of individual
segments such that the resultant vertical extension would be in
violation of the dimensional requirements of 5.4,

6. Performance Requirements
6.1 Mattress Support System Vertical Impact Test Require-

ments:

6.1.1 After testing in accordance with the procedure in 7.1,
the crib shall comply with 16 CFR Part 1508. Components
attached by screws shall not have separated by more than 0.04
in. (1.00 mm) upon completion of testing.

6.2 Crib Side Test Requirements:

6.2.1 After completion of the cyclic and static portions of

either the drop side or stationary side test as appropriate, the

CORNERPOST EXTENSION
MEASURED FROM LOWEST
POINT ON TOP OF PANEL___
WITHIN 3 INCHES (76 MM)
OF QUTERMOST CONTOUR '
OF POST OR ELBOW

1

t-O.OS IN. MAX.
1.5 MM )

CRIB
CORNERPOST

e

FIG. 1 Illustration of Requirements for Crib Corner Post
Extensions

crib shall comply with 16 CFR Part 1508 and no spindles or-
slats shall have completely separated from the top or bottom
rail. Complete separation shall be determined by placing a right
triangular prism shaped wedge (see Fig. 1 in 16 CFR Part
1508) between two spindles or slats adjacent to the rail from
which these have separated and applying a 20-1bf (90-N) pull
force to the wedge in a direction normal to the plane of the crib
side. If a spindle or slat moves away from the hole in the rail
in which it was formerly secured, complete separation has
occurred.

6.2.2 Components attached by screws shall not have sepa-
rated by more than 0.04 in. (1 mm) upon completion of testing.

6.2.3 Any spindles or slats that could be rotated during the
torque test shall comply with the spacing of crib components at
16 CFR Section 1508.4 when turned to their most adverse
position.

6.2.4 Breakage of a wooden crib side component in any
location other than a joint during testing does not constitute a
failure. However, if this type of breakage should occur, an
additional side must be tested.

Note 1—A wood failure within a joint does constitute a test failure,

6.3 Martress Support System Test Requirement:

6.3.1 When tested in accordance with the procedure in 7.3,
the mattress support system shall not detach from the crib at
any point of attachment, or the force applied in 7.3.3.6 cannot
be maintained for 10's.

6.4 Crib Side Latch Test Requirements:

6.4.1 The latching mechanism securing a drop or folding
side of a crib shall automatically engage when the side is
placed in the normal use position.

6.4.2 The latching mechanism shall not disengage during
the tests conducted in accordance with the procedure in 7.4.4 or
7.4.5 (whichever is appropriate), and shall continue to function
in the intended manner upon completion of the tests.

6.5 Plastic Teething Rail Test Requirement—The feeler
gage specified in 7.5.2.1 shall not enter any gap created by the
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. deflection or deformation, or both, of the plastic teething rail

resulting from the application of a 50-Ibf (222-N) vertically
downward force.

7. Test Methods

7.1 Mattress Support System Vertical Impact Test

7.1.1 General—This test consists of dropping a specified
weight repeatedly onto a foam pad supported by the crib
mattress support system. The test assists in evaluating the
structural integrity of the crib assembly. Glue joints and other
means of fastening are subjected to abusive loads and stresses.

7.1.2 Apparatus for Vertical Impact Testing:

7.1.2.1 Test frame (see Fig. 2).

7.1.2.2 A weight used in conducting this test shall have a flat
circular contact area of 1 ft* (930 cm?®) (13.5-in. (343-mm)
diameter) with a 0.125-in. (3-mm) radius to ease the edge
between the circular contact surface and the vertical cylindrical
surface.

7.1.2.3 The total weight shall be 45 1b (20.4 kg).

7.1.2.4 The weight shall pivot freely.

7.1.2.5 A 4-in. (100-mm) thick open cell polyurethane foam
pad having a density of 1 Ib/ft® (16 kg/m>) covered with a 5 to
15 gage vinyl material (tick) shall be used to represent a
mattress.

7.1.3 Procedure for Vertical Impact Testing of Full-Size
Cribs: :

7.1.3.1 Casters shall not be installed on the crib (see Fig. 3).

7.1.3.2 The crib shall be prevented from sliding in a manner
that does not prevent changes of angle that may take place in
the crib structure (see Fig. 3).

7.1.3.3 All testing shall be conducted with the mattress
support in the lowest position.

7.1.3.4 Allow the weight to free fail 6 in. (150 mm) on to the
upper surface of the foam pad at a rate of 4 *+ 1 s/cycle for the
following number of cycles:

FIG. 2 Typical Test Frame

CRIS COMER PUST

NOTE: CUT OUT ON TOP OF BLOCK
VELED [NMARD TO ALLOW

13 e
BOTION OF POST 10 FIT SECURELY \\

CUT QUT {10 ALLOV BLOCK TO KT
OVER STEEL SAR ANG PROVIDE
SUFFICIENT CLEARANCE FOR
BOCY T0 SET OM FLOOR

CUT OUT (TO ACCOMADATE P0ST)

STEEL PINS-

CHILL INSERT INTO MIX.ES
PROYIDED IN ¥OOU M.OCK
TO PREVENT MORIZONTAL
NOVEMENT ALONG STERL BAR

STEEL gin
FIXED YO TEST FRA>

NOTE. BLOCK SYSTEN PROVIDED FOR ALL CRIS POSTS

FIG. 3 Typical Crib Corner Post Positioning Block

7.1.3.5 500 cycles within V4 in. (6.4 mm) of the geometric
center of the mattress area.

7.1.3.6 100 cycles at each of two diagonally opposite
corners, centered 9 in. (230 mm) from the crib sides forming
the corner.

7.2 Crib Side Test:

7.2.1 General— This test consists of repeatedly impacting

a crib side bottom rail by a specified weight. After completing

the cyclic testing, structural integrity is tested by applying a
static pull to the side assembly followed by a torque test of
each spindle or slat.

7.2.2 Apparatus for Crib Side Cyclic Test —The apparatus
for the cyclic test (see Fig. 4) includes the following:

7.2.2.1 A 30-Ib (13.6-kg) weight. '

7.2.22 A 0.375-in. (9-mm) thick 30 Type A durometer
rubber pad large enough to cover the impact area.

7.2.2.3 Three support trough (see Fig. 5) for drop side test
only. .

Nore 2—For tests of metal cribs, an additional support trough may be
used to support the center of the top rail if necessary to avoid deformation.

7.2.2.4 Two vertical stops (see Fig. 6) for drop side only.

7.2.2.5 Impactor with a width of 1 in. (25 mm) and sufficient
length to extend across the full width of the bottom rail.

7.2.3 Apparatus for Crib Side Static Test:

7.2.3.1 A 100-Ib (45.4-kg) weight.

7.2.3.2 Arigid frame (see Fig. 7) for drop side only.

7.2.4 Procedure for Drop Side Cyclic Test:

7.24.1 Remove the side from the crib assembly.

7.2.4.2 Mount the side in a rigid test fixture so that it will
hang vertically as it would when assembled to a crib.

7.2.4.3 Support the side within 2 in. (50 mm) of each end of
the top rail by placing the top rail in a trough-like support
fixture (see Fig. 5).
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FIG. 4 Typical Side Assembly Test Fixture
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FIG. 5 Typical Support Trough

7.2.4.4 To prevent "pendulum swing” of the side during
testing, the side bottom rail may be loosely constrained
between two vertical stops (see Fig. 6).

7.2.4.5 Allow the 30-1b (13.6-kg) weight to free-fall 3 in.
(76 mm) 250 times at a rate of 4 £ 1 s/cycle such that it

P
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FIG. 6 Typical Side Test Vertical Stop Detail
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FIG. 7 Typical Testing Frame

impacts directly upon the 0.375-in. (9-mm) thick rubber pad
located on the top surface of the bottom rail between two
adjacent spindles or slats as near the center of the rail as
possible.

7.2.5 Drop Side Static Test:

7.2.5.1 Upon completion of the cyclic test, apply a static
load of 100 1b (45.4 kg) at the point of impact testing while the
side is supported by the top rail at a point verticaily in line with
the point of load application (see Fig. 7).

7.2.5.2 The contact area for the load and reaction support
shall be the same as the impact area previously defined.

7.2.5.3 Apply this load gradually within a period of 5 s and
maintain it for an additional 30 s.

7.2.6 Stationary Side Cyclic Test:

7.2.6.1 Assemble the stationary side to the crib in accor-
dance with manufacturer’s instructions.

7.2.6.2 Secure the bottom ends of the crib to eliminate
horizontal motion at the base.
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7263 Allow the 30-Ib (13.6-kg) weight to free-fall 3 in.
(76 mm) 250 times at a rate of 4 * 1 s/cycle such that it
impacts directly upon the 0.375-in. (9-mm) thick rubber pad
located on the top surface of the bottom rail between two
adjacent spindles or slats as near the center of the rail as
possible.

7.2.7 Stationary Side Static Test:

7.2.7.1 The stationary side will remain mounted to the crib
for this portion of the test.

7.2.7.2 Upon completion of the cyclic test, apply a weight of
100 1b (45.4 kg) at the point of impact testing while the side is
supported on the top rail at a point vertically in line with the
point of weight application (see Fig. 7) for location of weight
only.

7).12.7.3 The contact area for the load and reaction support
shall be the same as the impact area previously defined.

7.2.74 Apply the weight gradually within a period of 5 s
and maintain it for an additional 30 s.

7.2.8 Crib Side Spindle/Slat Torque Test:

7.2.8.1 Apply a torque of 30 lbf-in. (3.4 N-m) at the
midpoint in height of each spindle or slat.

7.3 Mattress Support System Test:

7.3.1 General—This test assists in evaluating the integrity
of the attachment of the mattress support to the crib. A
vertically upward force is applied to the mattress support to
evaluate its attachment to the crib.

7.3.2 Apparatus for Mattress Support System Test:

7.3.2.1 Corner Block, see Fig. 8.

7.3.3 Procedure for Mattress Support System Test:

7.3.3.1 Secure the crib to prevent upward motion during this

test.
7.3.3.2 All procedures will be conducted with no mattress in

the crib.

5 - 10 CENIER
S G—— e

TO CENTER]

AREA OF APPLICATION FOR ALTEANATIVE 25 Lbf FORCE

Q\\

PERSPECTIVE VIEW

MATTRESS SUPPORT FRAME

FIG. 8 Typical Mattress Support Detail

7.3.3.3 If the mattress support system utilizes a common’
support design at all points of attachment, testing is required in
only one corner. If more than one support design is used, each
point of attachment utilizing a different design must be tested.
7.3.3.4 Apply the force with the mattress support in each of

 the adjustment positions.

7.3.3.5 Apply the 25-1bf (111-N) force to the mattress
support through a diagonally positioned test member such that
the centerline of this test member contacts the underside of the
mattress support at points 6 in. (150 mm) from the corner of the
support (6 in. (150 mm) from the projected corner for a
mattress support not having a square corner). (See Fig. 8.)

7.3.3.6 Apply the 25-1bf (111-N) force gradually within a
period of 5 s and maintain it for an additional 10 s before
releasing the force.

7.4 Crib Side Latch Test:

7.4.1 General—This test assists in evaluating the integrity
of the crib side latching system under abusive load conditions.
The test applies a force to a movable crib side in a direction
tending to cause latch failure while a horizontal force is applied
parallel to the major axis of the crib.

7.4.2 Apparatus for Crib Side Latch Test:

7.4.2.1 Hardwood block with a contact area of 2 by 2 in. (50 -
by 50 mm) for distribution of applied loads.

7.4.3 Procedure for Crib Side Latch Test:

7.4.3.1 Casters shall not be installed on crib. Secure the
bottom of the crib in a manner that will prevent horizontal
motion. '

7.4.4 Drop Side Latch Test:

7.4.4.1 Gradually apply within 5 s a vertically downward
force of 60 1bf (270 N) through a hardwood block with a 2 by
2 in. (50 by 50 mm) contact area to the upper horizontal rail of
the crib side at a point that is 6 in. (150 mm) from one end of
the rail. While the 60-1bf (270-N) downward force is applied to
the crib side, gradually apply within 5 s a 30-1bf (133-N)
horizontal force in a direction parallel to the drop side. The
point of application of this force shall be in the plane of the
drop side and 1 in. (25 mm) down from the top of the crib
corner post (or crib end panel for construction not incorporat-
ing crib corner posts (see Fig. 9). Maintain this horizontal force
for 30 s then reverse its direction and maintain it for an
additional 30 s.

7.4.4.2 Repeat this procedure at the other end of the crib
drop side and, if the crib has more than one drop side, perform
the test at each end of each drop side.

7.4.4.3 Upon completion of the test, release the drop side
latch and lower the crib side. Then raise the side and observe
whether the latch automatically engages in the manner in-
tended by the manufacturer.

7.4.5 Folding Side Latch Test:

7.4.5.1 Place the folding side in the latched position.
Through a hardwood block with contact area of 2 by 2 in. (50
by 50 mm), gradually apply within 5 s a force of 30 1bf (133-N)
horizontally outward, perpendicular to, and at a point that is 6
in. (150 mm) from one end of the folding side upper rail. While
this 30-1bf (133-N) force is applied to the crib side, gradually
apply within 5 s a 30-1bf (133-N) horizontal force in a direction
parallel to the folding side. The point of application of this
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FiG. 9 Crib Side Latch Test

force shall be in the plane of the folding side and 1 in. (25 mm)
down from the top of the crib corner post (or crib end panel for
construction not incorporating crib corner posts (see Fig. 9)).
Maintain this horizontal force for 30 s then reverse its direction
and maintain it for an additional 30 s.
. 7.45.2 Place the folding side in the latched position.

Through a hardwood block with contact area of 2 by 2 in. (50
by 50 mm), gradually apply within 5 s a force of 30 1bf (133-N)
horizontally inward, perpendicular to, and at a point that is 6 in.
(150 mm) from one end of the folding side upper rail. While
this 30-Ibf (133-N) force is applied to the crib side, gradually
apply within 5 s a 30-1bf (133-N) horizontal force in a direction
parallel to the folding side. The point of application of this
force shall be in the plane of the folding side and 1 in. (25 mm)
down from the top of the crib corner post (or crib end panel for
construction not incorporating crib corner posts-see Fig. 9).
Maintain this horizontal force for 30 s then reverse its direction
and ‘maintain it for an additional 30 s.

7.4.5.3 Repeat the procedures defined in 7.4.5.1 and 7.4.5.2
at the other end of the folding side. If the crib has more than
one folding side, perform this test at each end of each folding
side.

7.4.5.4 Upon completion of the test, release the folding side
latches and lower the crib side. Then raise the side and observe
whether the latches automatically engage in the manner in-
tended by the manufacturer.

7.5 Plastic Teething Rail Test:

7.5.1 General—This test consists of deforming the plastic
teething rail under load to determine the security of the

attachment.

7.5.2 Apparatus for Plastic Teething Rail Test:

7.5.2.1 Feeler Gage, 0.040 by 1 in. (1.00 by 25 mm).

7.5.2.2 Hardwood Block, with 2 by 2 in. (50 by 50 mm)
contact area.

7.5.2.3 Hardware, to apply 50 Ibf (222 N) to block.

7.5.3 Procedure for Plastic Teething Rail Test:

7.5.3.1 Install the teething rail per normal manufacturing
practice.

7.5.3.2 With the plastic teething rail assembled to crib top
rail, apply a 50-1bf (222-N) vertically downward force to the
top of the teething rail through the hardwood block at the
center top of the teething rail. While maintaining this force,
determine if the 0.040 in. (1.00 mm) feeler gage can be inserted
between the vertical surfaces of the top rail and the inside
surface or edge of the plastic teething rail (see Fig. 10).

7.5.3.3 Repeat 7.5.3.2 at center location wherever a plastic
teething rail is located.

8. Labeling

8.1 Each product shall have warning statements, perma-
nently affixed to either the headboard, footboard, or mattress
support, shall be in contrasting color(s) and visible in their
entirety when the crib mattress is removed. ;

8.1.1 The warning statements shall be prefixed by the safety
alert symbol “A” and the word “WARNING” in boldface type
not less than %6 in. (5 mm) high. The remainder of the text
shall be in letters not less than %52 in. (2.4 mm) high.

8.1.2 The warning statements shall read:

AWARNING: Failure to follow these warnings and the
assembly instructions could result in serious injury or death.
* Before each usage or assembly, inspect crib for damaged
hardware, loose joints, missing parts or sharp edges. DO NOT
use crib if any parts are missing or broken. Ask your dealer or
write to (insert manufacturer’s name) for replacement parts
and instructional literature if needed. DO NOT substitute parts.
*After raising side, make sure latches are secure.

50 ibf FORCE

50 Lbf FORCE

FEELER SMKE

CENTER PUINT OF RAIL

TEETHING AATL

TOP RAIL

PEELER GAUGE

FiG. 10 Teething Rail Test

~y




4y F 1169 - 03

*When child is able to climb out or reaches the height of 35
in. (90 c¢m), the crib shall no longer be used.
*DO NOT place crib near window where cords from blinds

or drapes may strangle a child.
*[f refinishing, use a non-toxic finish specified for children’s

products.

8.1.3 Cribs not intended to hold water mattresses must
include the following statement in the list of warnings set out
in 8.1.2:

*DO NOT use a water mattress with this crib.

8.1.4 Cribs equipped with teething rails must include the
following statement in the list of warnings set out in 8.1.2:

*Replace teething rail if damaged or loose.

9. Instructional Literature

9.1 Instructions must be provided with the crib and shall be
easy to read and understand. These instructions shall include
information on assembly, maintenance, cleaning, storage and
use. A means shall be provided to keep the instructions with the
crib.

9.1.1 The instructional literature shall contain warning
statements prefixed by the safety alert symbol “A” and the
word “WARNING” in boldface type not less than ¥%s in. (5
mm) high. The remainder of the text shall be in letters not less
than 352 in. (2.4 mm) high. .

9.1.2 The warning statements shall read:

A WARNING: Failure to follow these warnings and

assembly instructions could result in serious injury or death.
*Read all instructions before assembling crib. KEEP IN-

STRUCTIONS FOR FUTURE USE. (This is to be high-

lighted.) '
*Before each usage or assembly, inspect crib for damaged

hardware, loose joints, missing parts or sharp edges. DO NOT

use crib if any parts are missing or broken. Ask your dealer or
write to (insert manufacturer’s name) for replacement parts
and instractional literature if needed. DO NOT substitute parts.

*After raising side, make sure latches are secure.

*When child is able to climb out or reaches the height of 35
in. (90 cm), the crib shall no longer be used.

*DO NOT place crib near window where cords from blinds
or drapes may strangle a child.

*Strings can cause strangulation! Do not place items with a
string around a child’s neck, such as hood strings or pacifier
cords. Do not suspend strings over a crib or attach strings to
toys.

*If refinishing, use a non-toxic finish specified for children’s
products. .

*DO NOT leave child in crib with side lowered. Be sure side
is in raised and locked position whenever child is in crib.

“*When child is able to pull to standing position, set mattress
to lowest position and remove bumper pads, large toys and
other objects that could serve as steps for climbing out.

*Never use plastic shipping bags or other plastic film as
mattress covers because they can cause suffocation.

9.1.3 Cribs not intended to hold water mattresses must
include the following statement in the list of warnings set out’
in 9.1.2:

*DO NOT use a water mattress with this crib.

9.1.4 Cribs equipped with teething rails must include the
following statement in the list of warnings set out in 9.1.2:

*Replace teething rail if damaged or loose.

10. Keywords

10.1 crib corner post entanglement; crib structural integrity;
crib warning labels and instructional material
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make your views known to the ASTM Committee on Standards, at the address shown below.

This standard is copyrighted by ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA 19428-2959,
United States. Individual reprints (single or multiple copies) of this standard may be obtained by contacting ASTM at the above
address or at 610-832-9585 (phone), 610-832-9555 (fax), or service@astm.org (e-mail); or through the ASTM website

(www.astm.org).
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AMERICAN SOCIETY FOR TESTING AND MATERIALS
100 Barr Harbor Dr., West Conshohocken, PA 19428

Reprinted from the Annual Book of ASTM Standards. Copyright ASTM

Standard Consumer Safety Specification for

Non-Full-Size Baby Cribs’

rd

This standard is issued under the fixed designation F 1822; the number immediately following the designation indicates the year of '
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (€) indicates an editorial change since the last revision or reapproval. .

INTRODUCTION

This consumer safety specification addresses incidents associated with non-full-size cribs that were
identified by the U.S. Consumer Product Safety Commission (CPSC).

Incidents associated with wooden cribs involved dislodgment of slats due to breakage or failure of
glue joints, collapse of the mattress support, and detachment of screws. Incidents associated with
mesh/fabric cribs involved tears in the mesh sides, failure of stitched seams, collapse, failure of
latching mechanisms, and choking on vinyl or padding bitten from the top rail.

In response to the incident data collected by the CPSC, this consumer safety specification attempts
to minimize the risk of injury or death due to failure of mattress support hardware, failure of glued or
bolted connections, latch failure, dislodgment of teething rails, entanglement on cords or strings, and
tears in mesh or fabric sides. This specification also addresses incidents associated with poor
maintenance or assembly by means of requirements for the contents of instructional literature that

must accompany a non-full-size crib.

1. Scope

'1.1 This consumer safety specification covers testing re-
quirements for structural integrity and design requirements for
non-full-size cribs, both rigid sided and mesh/fabric assem-
blies. It also provides requirements for labeling and instruc-
tional material. For purposes of this standard specification, the
term “crib” will be used to refer to a non-full-size crib.

1.2 This specification covers products intended to provide
sleeping accommodations for a child (excluding bassinets,
cradles and baskets) that have interior dimensions between 17
in. (430 mm) and 26 in. (660 mm) wide and between 35 in.
(890 mm) and 50 33 in. (1280 mm) long. Products exceeding
both 26 in. (660 mm) wide and 50 % in. (1280 mm) long,
including over size cribs, will fall under the scope of Specifi-
cation F 1169.

1.3 No crib produced after the approval date of this con-
sumer safety specification shall, either by label or other means,
indicate compliance with this specification unless it conforms
to all applicable requirements contained herein, before and
after all testing.

1.4 The values stated in inch-pound units are to be regarded
as the standard. The SI units given in parentheses are for
information only.

1.5 The following safety hazards caveat pertains only to the
test method portion, Section 10, of this specification: This
standard does not purport to address all of the safety concerns,

! This consumer safety specification is under the jurisdiction of ASTM Commit-
tee F-15 on Consumer Productsand is the direct responsibility of Subcommittee

F15.180n Cribs, Toddler Beds, and Play Yards.
Current edition approved Oct. 10, 1997. Published September 1998.

if any, associated with its use. It is the responsibility of the user
of this standard to establish appropriate safety and health
practices and determine the applicability of regulatory limita-
tions prior to use.

2. Referenced Documents

2.1 ASTM Standards:

D 1424 Test Method for Tear Resistance of Woven Fabrics
By Falling Pendulum (Elmendorf) Apparatus®

D 1683 Test Method for Failure in Sewn Seams of Woven
Fabrics® ,

D33539 Test Methods for Measuring Adhesion by Tape
Test

D 5034 Test Methods for Breaking Load and Elongation of -
Textile Fabrics (Grab Test)*

F966 Consumer Safety Specification for Full-Size and
Non-Full-Size Baby Crib Corner Post Extensions®

F 1169 Consumer Safety Specification for Full-Size Baby
Cribs®

2.2 Federal Regulations:

16 CFR 1303 Ban of Lead-Containing Paint and Certain
Consumer Products Bearing Lead-Containing Paint’

16 CFR 1500 Hazardous Substances Act Regulations in-
cluding sections:

2 Annual Book of ASTM Standards, Vol 07.01.

3 Annual Book of ASTM Standards, Vol 06.01.

* Annual Book of ASTM Standards, Vol 07.02.

5 Annual Book of ASTM Standards, Vol15.07.

$ Annual Book of ASTM Standards, Vol 14.02.

7 Available from Superintendent of Documents, U.S. Govenment Printing
Office, Washington, DC 20402.
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1500.44 Method for Determining Extremely Flammable

and Flammable Solids’
1500.48 Technical Requirements for Determining a
Sharp Point In Toys and Other Articles Intended for Use
By Children Under Eight Years of Age’
1500.49 Technical Requirements for Determining a
Sharp Metal or Glass Edge in Toys or Other Articles
Intended for Use By Children Under Eight Years of Age’
1500.50-.52 Test Methods for Simulating Use and Abuse
of Toys and Other Articles Intended for Use By Children’
16 CFR 1501 Method for Identifying Toys and Other
Articles Intended for Use By Children Under Three Years
of Age Which Present Choking, Aspiration, or Ingestion
Hazards Because of Small Parts’
16 CFR 1509 Requirements for Non-Full-Size Baby Cribs’

3. Terminology

3.1 Definitions of Terms Specific to This Standard:

3.1.1 cord—a length of slender flexible material including:
monofilaments, rope, plastic and textile tapes, ribbon and those
materials commonly called string.

3.1.2 dropside/dropgate—a side that is intended to slide or
pivot with respect to the frame when the product is in the
manufacturer’s recommended use position to provide easier
access to the occupant. '

3.1.3 dynamic load—application of an impulsive force by a
free falling mass. :

3.1.4 fabric—any woven, knit, coated, laminated, extruded
or calendered flexible material which is intended to be sewn,
welded, heat sealed or glued together as an assembly.

3.1.5 foldable side or end—a side or end panel intended to
be stationary with respect to the frame when a product is in the
manufacturer’s recommended use position, but that folds to
allow for carrying or storage of the product.

3.1.6 load—a static load applied by a dead weight or other
means.

3.1.7 manufacturer’s recommended use position—any posi-
tion for use of the product that is presented as a normal,
allowable, or acceptable configuration by the manufacturer in
any descriptive or instructional literature. This specifically
excludes positions that the manufacturer shows in a like
manner in its literature to be unacceptable, unsafe or not
recommended.

3.1.8 mesh—mesh may be either a woven fabric in which
the warp and filling yarns are interlaced, a knitted fabric in
which the wales and courses yarns are interlocked, or any other
type of fabric that may be developed which provides openings
therein. ' :

3.1.9 mesh/ffabric crib—a crib constructed with a rigid
frame assembly and a fabric and/or mesh assembly used to
function as sides, ends, and/or floor.

3.1.10 nonpaper label—any label material (such as plastic
or metal) that either will not tear without the aid of tools or
tears leaving a sharply defined edge or labels made from fabric.

3.1.11 occupant—that individual who is in a product that is
setup in one of the manufacturer’s recommended use positions.

3.1.12 paper label—any label material except fabric that
tears without the aid of tools and leaves a fibrous edge. .

3.1.13 permanent ( labelfwarning attachment):

3.1.13.1 labels not attached by a seam: ,

(1) A nonpaper label or decal shall be considered permanen
if, during an attempt to manually remove it without the aid of
tools or solvents, it cannot be removed, or such action damages
the surface to which it is attached.

(2) A paper label shall be considered permanent if, during an
attempt to manually remove it without the aid of tools or
solvents, it cannot be removed, it tears upon removal, or such
action damages the surface to which it is attached.

3.1.13.2 labels attached by a seam:

(1) A label attached by a seam shall be considered permanent
if it complies with the requirements of 7.8.2.2 and does not

‘tear, yielding a separate part, during the test.

3.1.13.3 warning statements—If warning statements are on
a label, refer to 3.1.13.1 or 3.1.13.2.

(I) A storage pouch or other part with warning statements
printed on it, excluding labels, shall be considered permanent
if it cannot be removed when tested in accordance with 10.16.

(2) Warning statements applied directly onto the surface of
the product by hot stamping, heat transfer, printing, wood
burning, etc. will be considered permanent if the letters in the
area tested are still legible and attached afier being subjected to
the test prescribed in 10.13.

3.1.14 rigid sided crib—a crib with sides/ends constructed
of rigid materials like wood, plastic, or metal generally
configured as a horizontal rail/vertical slat assembly.

3.1.15 seam—a means of joining fabric components such as
sewing, welding, heat sealing or gluing.

3.1.16 stationary side—a side or end panel that is not
intended to fold, slide, or move with respect to the frame when
the product is in the manufacturer’s recommended use posi-
tion.

3.1.17 structural failure—damage to a component(s) or
assembly resulting in partial separation (greater than 0.04 in. (1
mm) over original configuration), or complete separation of the
component(s) or assembly. :

4. Calibration and Standardization .

4.1 All testing shall be conducted on a concrete floor which
may be covered with V& in. (3 mm) thick vinyl flooring cover,
unless test instructs differently.

4.2 The crib shall be completely assembled, unless other-
wise noted, in accordance with the manufacturer’s instructions.

4.3 No testing shall be conducted within 48 h of manufac-
turing.

4.4 The item to be tested shall be preconditioned in a room
with ambient temperature of 73 * 9°F (23 x 5°C) for at least
1 h prior to testing. Testing shall then be conducted within this
temperature range.

5. General Requirements

5.1 All crib corner post extensions must comply with
Consumer Safety Specification F 966. :

5.2 Prior to testing, any exposed wood parts shall be smooth
and free of splinters.

5.3 There shall be no hazardous sharp points or edges as
defined by 16 CFR 1500.48 and 16 CFR 1500.49 before or
after testing to this specification.

5.4 There shall be no small parts, as defined by 16 CFR
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1501, before testing or liberated as a result of testing in
accordance with this specification.

5.5 Scissoring, Shearing, or Pinching:

5.5.1 A crib, when in thé manufacturer’s recommended use
position, shall be designed and constructed to prevent injury to
the occupant from any scissoring, shearing, or pinching when
members or components rotate about a common axis or
fastening point, slide, pivot, fold or otherwise move relative to
one another. Scissoring, shearing, or pinching exists when the
edges of the rigid parts admit a probe which is greater than
0.210 in. (5.30 mm) and less than 0.375 in. (9.50 mm) diameter
at any accessible point throughout the range of motion of such

arts.
i 5.5.2 Cribs that allow the top rail to be in a lowered position
when the crib is erected, as shown in Fig. 1, shall be evaluated
for the potential for scissoring, shearing or pinching. Those
components of the top rail, its hinges, locks, or mechanism that
are deemed to be capable of scissoring, shearing or pinching
shall be tested in accordance with 5.5.2.1-5.5.2.4.

5.5.2.1 At all intersections of the “drop top rail” with the
“top rail saddle” (Point A, Fig. 1), the insertion of a probe
greater than 0.210 in. (5.30 mm) in diameter and less than
0.375 in. (9.50 mm) in diameter to a depth of more than 0.210
in. (5.30 mm) shall not be permitted in any position throughout
the range of motion of the top rail.

5.5.22 All intersections of the “hinge legs” and “saddle”
with the “drop top rail” and the “inclined leg” (Point B, Fig. 1)
where no padding of Vs in. (6.30 mm) or less exists, shall allow
a 0.375 in. (9.50 mm) diameter probe to pass between adjacent
members in any and all positions when rotating the hinge legs
about their respective pivots.

5.5.2.3 The hinge legs shall allow a 0.375 in. (9.50 mm)
diameter probe to pass between said hinge legs in any and all
positions allowed when rotating the hinge legs about their
respective pivots.

5.5.2.4 At all intersections of the drop side rail locking
mechanism (hinge legs with the saddle) (Point C, Fig. 1) the
intersection of the probe greater than 0.210 in. (5.30 mm) in
diameter, and less than 0.375 in. (9.50 mm) in diameter, and
greater than 0.210 in. (5.30 mm) deep within the intersecting
parts in any and all positions shall not be permitted.

5.6 Latching and Locking Mechanisms:

5.6.1 All latches that are intended to be latched and un-
latched during normal use while the child is in the product shall
engage automatically when placed in the use position before
and after testing. Latches may be manually activated to allow
placement into the use position but must engage automatically
when released. ’

5.6.2 Any unit that folds shall have a latching or locking
device or other provision in the design that will prevent the unit
from unintentionally folding when placed in the manufactur-
er’s recommended use position. .

5.6.2.1 During and upon completion of all testing, the unit
shall remain in its manufacturer’s recommended use position.

5.6.3 If a unit is designed with a latching or locking device:

5.6.3.1 That device shall remain engaged and operative after
testing.

5.6.3.2 Each single-action locking or latching device that is
provided to prevent folding shall require a minimum force of
10 Ibf (45 N) to activate the release mechanism when tested in
accordance with 10.8.2.

5.6.3.3 Each double-action locking or latching device that is
provided to prevent folding shall require two distinct and
separate actions for release. There are no force requirements
for double-action locking or latching devices.

5.6.3.4 Crib designs requiring latching or locking of a top
rail(s) to prevent folding that include central hinge(s) and rail
assembly(ies) that moves downward when folded, as shown in
Fig. 2, shall have a locking device which automaticaily
engages when placed in a manufacturer’s recommended use
position.

5.6.3.5 No top rail shall give the appearance of being in the
manufacturer’s recommended use position unless the locking
device is fully engaged. '

5.7 Openings:

5.7.1 Any shaped holes, slots, or cracks that exist in’ the
product in the manufacturer’s recommended use position and
are accessible to the toes or fingers of the occupant, through or
recessed into the surface of any rigid material, that admit a
0.210 in. (5.30 mm) diameter rod shall also admit a 0.375 in.
(9.50 mm) diameter rod. Openings that have a minimum
dimension between 0.210 in. (5.30 mm) and 0.375 in. (9.50

FIG. 1 Crib Frame Components
3
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FIG. 2 Top Rail Assembly With Central Hinge(s)

-mm) shall be permissible, providing the depth is no greater
than the minimum dimension of the opening.

5.7.2 Openings in the surface of a mattress support made of
a rigid material shall be designed to prevent entrapment of
fingers, toes, hands, or feet if the occupant can readily move,
lift, or fold the mattress to expose the opening. Round openings
shall comply with 5.7.1 and shall not exceed 1.25 in. (32 mm)
diameter. For other shaped openings, the opening shall comply
with 5.7.1 and any linear continuous portion of an opening that
admits a 0.375 in. (9.50 mm) diameter rod must fit within a
1.25 in. (32 mm) diameter circle.

5.8 Protective Components:

5.8.1 If the child can grasp components (such as caps,
sleeves, or plugs used for protection from sharp edges, points,
or entrapment of fingers or toes) between the thumb and
forefinger, or teeth, or if there is at least a 0.040 in. (1 .00 mm)
gap between the component and its adjacent parent component,
such component shall not be removed when tested in accor-
dance with 10.14.

5.9 Nonpaper Labels:

5.9.1 Nonpaper labels or decals (such as warning labels,
brand name labels, decorative labels, or pin-striping) that may
present a choking hazard if removed must be permanent.

5.9.1.1 Nonpaper labels that may present a choking hazard
are those which, upon removal, fit entirely within the small
parts cylinder as defined in 16 CFR 1501. Nonpaper labels that
tear during an attempt to remove them are considered labels
that may pose a choking hazard since the size of the torn piece
could vary such that it would fit in the small parts cylinder.

Note 1—Paper labels are exempt from the small parts requirements of
16 CFR Part 1501 because paper cannot be meaningfully tested.

5.9.1.2 Nonpaper labels attached by a seam, except warning
labels, that tear along a seam only and do not yield a part that
fits entirely within the small parts cylinder, defined in 16 CFR
1501, are not considered labels which pose a choking hazard
and thus are not required to be permanent.

5.10 Stability—When subjected to the test described in
10.12, a minimum of three perimeter support points of the
product not in a straight line shall remain in contact with the
inclined plane. Products with an adjustable mattress support

shall be tested with the mattress in the lowest adjustment
position.

5.11 Cord Length—No cord having a free, stretched length
in excess of 7.4 in. (188 mm) shall be attached to a product. No
cord intended or likely to be used to attach other products to the
crib shall be provided.

5.12 Coil Springs—Any exposed coil spring that is acces-
sible to the occupant, having or capable of generating a space
between coils of 0.210 in. (5.30 mm) or greater during static
load testing specified in 10.4, 10.6, 10.7 and 10.8 shall be
covered or otherwise designed to prevent injury from entrap-
ment.

5.13 Mattress Pad:

5.13.1 Each crib shall be sold with the mattress pad in-
cluded. .

5.13.2 For mesh/fabric cribs, the matiress pad shall not
exceed a nominal 1 in. (25 mm) thickness.

6. Performance Requirements for Rigid Sided Cribs

6.1 After all testing, the crib shall comply with Tite 16
Code of Federal Regulations (CFR) Part 1509.

6.2 Vertical Impact Testing—These tests assist in evaluating
the structural integrity of the crib assembly. Glue joints and
other means of fastening are subjected to abusive loads and
stresses.

6.2.1 Martress Support Testing:

6.2.1.1 This test consists of dropping an impactor repeatedly
onto the mattress pad provided with the product (see 10.1).

6.2.1.2 Upon completion of testing, components attached by
glue, screws or other fastening means shall not have separated
by more than 0.04 in. (1 mm) over original configuration.

6.2.2 Side or End Testing, or Both:

6.2.2.1 This test consists of repeatedly impacting the bottom
rail of a crib side or end with a mass. See 10.2.

6.2.2.2 Upon completion of testing, components attached by
glue, screws or other fastening means shall not have separated
by more than 0.04 in. (1 mm) over their original configuration.

6.3 Mattress Support System Testing—These tests assist in
evaluating the integrity of the attachment of the mattress
support to the crib.

6.3.1 A mattress support that is fixed with respect to the crib
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frame, is tested in accordance with 10.3. Test failure occurs if
the mattress support system becomes detached from the frame
at any point of attachment, or if the force cannot be maintained.

6.3.2 A mattress support that is not fixed on opposite sides
to the crib frame (for example, a hinged support or a support
created by a recessed area in which the mattress support sits) is
tested by gradually applying a 25 Ibf (110 N) force in any
direction to the mattress support to evaluate its attachment to
the crib. The force is to be applied to the mattress support in
each adjustment position. Test failure occurs if:

6.3.2.1 Any fixed portion of the mattress support system
becomes detached from the crib at any point of attachment.

6.3.2.2 Any free moving portion of the mattress support
system that does not return to its intended use position once the
force is removed. The force shall be removed after the force of
25 1bf (110 N) has been applied or the edge of the mattress
support has been lifted at least 12 in. (300 mm).

6.4 Side(s) and/or End(s) Latch Testing—This test assists in
evaluating the integrity of the dropside(s) and/or end(s) latch-
ing system under abusive load conditions.

6.4.1 Dropside Latch Testing: , :

6.4.1.1 This test consists of horizontally loading the end
while a prescribed force is applied to the dropside(s) (see
10.4.3 or 10.4.4).

6.4.1.2 The latching mechanism shall not disengage during
testing and shall continue to function in the intended manner
upon completion of the testing.

6.4.2 Foldable Side or End Latch Testing:

6.4.2.1 This test consists of loading the latches intended to
prevent folding of the side when in the manufacturer’s recom-
mended use position (see 10.4.5).

6.4.2.2 The latching mechanism shall not disengage during
testing and shall continue to function in the intended manner
upon completion of the testing.

6.5 Plastic Teething Rail:

6.5.1 This test consists of deforming the plastic teething rail
under load to determine the security of the attachment.

6.5.2 Failure occurs when the feeler gage as defined in
10.5.1.1 can freely enter into a gap created by the deflection or
deformation of the plastic teething rail, or both, when tested in
accordance with 10.5.

7. Performance Requirements for Mesh/Fabric Cribs

Note 2—Mesh/fabric cribs that include a rigid side, end, or floor
should be tested in accordance with Section 6 on that side, end, or floor.

7.1 Height of Sides—With mattress support in its lowest
position, the height of sides of a crib shall be a minimum of 20
in. (508 mm) from the top of the noncompressed pad to the top
of the side rail when the side rail is in its fully erected position.

7.2 Side Strength and Deflection:

7.2.1 Top rails and supporting members of the crib shall

withstand a static load and shall not fracture, disengage, fold or _

have a permanent deflection that reduces the height to less than
that specified in 7.1 when tested in accordance with 10.6.2.2.

7.2.2 The side of the crib shall not deflect under load to a
height less than 18 in. (460 mm) when measured vertically at
the location where the load is applied when tested in accor-

dance with 10.6.2.3.
7.3 Floor Strength—The floor of the crib shall withstand

application of a static load and a dynamic load when tested in
accordance with 10.7. After completion of the test, the product
shall comply with all requirements in Section 5 and have no
structural failure in the frame, sides, ends, or floor.

7.4 Locking Device:

7.4.1 Each single-action locking or latching device that is
provided to secure a dropside shall require a minimum force of
10 Ibf (45 N) to activate the release mechanism when tested in
accordance with 10.8.1.

7.4.2 Each double-action locking or latching device that is
provided to secure a dropside shall require two distinct and
separate actions for release. There are no force requirements
for double-action locking or latching devices.

7.5 Top Rail Covering Material—When unsupported or
nonreinforced vinyls are used to cover any top rail or compo-
nent, the thickness of the vinyl shall not be less than 0.011 in,
(0.28 mm) when measured in accordance with 10.15.

7.6 Mesh Requirements:

7.6.1 Mesh Openings—Openings in the mesh shall be
designed to prevent entrapment of fingers and toes and the
snaring of buttons normally used in infant clothing. A mesh
opening shall not admit a 0.250 in. (6.30 mm) diameter rod
with a full-radius tip, when tested in accordance with 10.9. °

7.6.2 Mesh Strength—No mesh shall, when tested in accor-
dance with Section 10.10:

7.6.2.1 Break or rupture, or ‘

7.6.2.2 Become separated from its supporting structure or
attachments.

7.1 Fabric Material Requirements:

7.1.1 Fabric Strength—See Note 3 in 7.8.2.1.

7.7.1.1 Fabric materials used for sides, ends, or floor sup-
port, excluding mesh, shall have a breaking strength of at least
50 1bf (220 N) when tested in a dry condition in accordance
with the grab test in Section 9 of Test Methods D 5034, in both
the warp and fill directions.

7.7.1.2 Fabric materials, used for sides, ends, or floor
support excluding mesh, shall have a tear resistance of at least
2 Ibf (9 N) when tested in accordance with Test Method D 1424
(Elmendorf) in both the warp and fill direction.

7.8 Mesh/Fabric Assembly Requirements—See Note 3 in
7.8.2.1.

7.8.1 Sewn Assembly—All stitching that is used in the sides,
ends or floor support and is accessible to the occupant, shall be
lock-stitching or a chain stitch where the key thread is not
accessible to the occupant. The key thread is a thread at the end
of a seam that if pulled will pull the stitching apart and
disassemble the sewn assembly.

7.8.2 Seam Strength:

7.8.2.1 All seams used in the sides, ends, or floor support of
the crib shall, when tested in accordance with Test Method
D 1683, have a breaking strength of not less than 30 Ibf (130
N).

Note 3—Samples required in this section should be taken from a new
product assembly or representative raw materials, or both.

7.8.2.2 All labels or other attachments which can be grasped
between the thumb and forefinger and are secured by a seam
shall not separate from the product when subjected to a 15 Ibf

(67 N) pull force applied in any direction using a clamp with
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a %in. (19 mm) diameter clamping surface. »

7.8.3 Mesh/Fabric Attachment Strength—All locations
where a mesh/fabric or fabric assembly is mechanically fas-
tened to a rigid structural element (for example, fastening of
the mesh/fabric side to the perimeter of the hardwood floor)
shall not disengage or deform under a load such that the fabric
can be disassembled when tested in accordance with 10.11.

8. Labeling and Warning Statements

Note 4—All cribs including mesh/fabric cribs must comply with
Federal Regulation 16 CFR Part 1509 for labeling and identification
marking requirements for rigid sided non-full-size cribs. The requirements
listed below are in addition to those specified in 16 CFR Part 1509.

Note 5--These requirements are in addition to those specified in 16
CFR Part 1509.

8.1 Labeling:

8.1.1 A permanent code mark shall be provided on the crib
and its package or shipping container, if multiple packaging is
used. The code shall identify the date (month and year) of
manufacture. Any upholstery label required by law shall not be
used to bear the code label or mark.

8.1.2 The manufacturer shall change the model number of a
crib whenever it undergoes a significant structural or design
modification or a change that affects its conformance to this
specification.

8.2 Warning Statements:

8.2.1 Each crib shall be labeled with warning statements.
The warning statements shall be in contrasting color(s), per-
manent, and applied on the inside of the headboard, footboard,
or top of surface of the matiress support system and visible in
their entirety when the mattress is removed.

8.2.1.1 In warning statements, the letters of the words shall
be in sans serif type and the word “ WARNING” shall not
be less than 0.2 in. (5 mm) high and the remainder of the text
shall be in letters not less than 0.1 in. (2.5 mm) high except as
specified.

Note 6—Some words appear in quotation marks; these words must be
used on the product as specified in this specification.

8.3 The following warning shall be included exactly as
stated below:

WARNING—Failure to follow these warnings
and the assembly instructions could result in
serious injury or death.

8.4 Additional warning statements shall address the follow-
ing:

%.4.1 The crib, including side rails, must be fully erected
prior to use.

8.4.1.1 For cribs with latches to prevent lowering a dropside
or prevent folding, add the following statement to that in 8.4.1:

Make sure latches are secure.

8.4.1.2 For cribs with removable top rails:

Top support member must be installed prior to use.

Failure to install may result in child falling out of crib.

8.4.2 For mesh sided cribs:

8.4.2.1 Omit the cautionary statement specified in 16 CFR
Part 1509 - 1509.11(b)(1) and add the following:

Suffocation Hazard—To help prevent suffocation from

entrapment, use only the mattress provided by the manu-
facturer. Never use additional mattress or padding.

8.4.2.2 For rigid 51ded cribs that must use only the mattress '

provided, add the following:

Suffocation Hazard—To help prevent suffocation from
entrapment, use only the mattress provided by the manu-
facturer. Never use additional mattress or padding.

8.4.2.3 Strings can cause strangulation! DO NOT place

items with a string around a child’s neck such as hood strings
or pacifier cords. DO NOT suspend strings over crib or attach
strings to toys.

8.4.2.4 Discontinue use of the crib when child is able to

climb out or reaches the height of 35 in. (890 mm).
8.4.2.5 When child is able to pull to standing position,

~ remove bumper pads, large toys, and other objects that could

serve as steps for climbing out.

8.4.2.6 For cribs with an adjustable height mattress support,
replace warning in 8.4.2.3 with the following:

When child is able to pull to standing position, set mattress
to lowest adjustment position and remove bumper pads,
large toys, and other object that could serve as steps
for climbing out.

8.4.2.7 DO NOT place crib near a window where cords
from blinds or drapes can strangle a child.

8.4.3 Cribs equipped with teething rails must include the
following statement in the list of warnings set out in 8.4: ~

Replace teething rail if damaged, cracked or loose.
8.4.3.1 Mesh cribs that are designed with fold down side
rails must display the following warning label on either the
inside of the top rail on opposite sides of the crib or on two
opposite saddle covers:
WARNING—NEVER LEAVE INFANT IN

CRIB WITH SIDES DOWN.

Infant may roll into space between pad

and loose mesh side causing suffocation.

8.4.3.2 The label shall be printed in sans serif type. The
words “warning,” “never leave,” and “sides down” shall be in
boldface type and shall measure 0.2 in. (5 mm) high. All other
words shall be standard type style and shall measure no less
than 0.16 in. (4 mm) high.

8.4.4 Each crib shall be labeled with the statements to
address the points listed in this section. The statements shall be
in contrasting color(s), permanent, and shall be visible during
assembly.

8.44.1 Before each usage or assembly, inspect crib for
damaged hardware, loese joints, missing parts or sharp edges.
DO NOT use crib if any parts are missing or broken. Ask your
dealer or write to (manufacturer) for replacement parts and
instructional literature if needed. DO NOT substitute parts.

8.4.4.2 If refinishing, use a non-toxic finish specified for
children’s products.

8.4.5 Water Mattress Use:

8.4.5.1 Cribs not intended to hold water mattresses must
include the following statement:

DO NOT use a water mattress with this crib.

8.4.5.2 Cribs designated to use a water mattress, must
specify the maximum thickness and weight of the water
mattress.

9. Instructional Literature

Note 7—All cribs including mesh/fabric cribs must comply with
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Federal Regulation 16 CFR Part 1509 for labeling and identification
marking requirements for rigid sided non-full-size cribs except for
1509.11 (e) for mesh/fabric cribs. The requirements listed below are in
addition to those specified in 16 CFR Part 1509.

9.1 Instructions must be provided with the crib and shall be
easy to read and understand. Assembly, maintenance, cleaning,
operating, folding instructions, and warnings where applicable
must be included. A means shall be provided to keep the
instructions with the crib. '

9.1.1 A note shall be at the top of the first page of the
instructions:

Read all instructions BEFORE assembly and USE of crib.

KEEP INSTRUCTIONS FOR FUTURE USE.
(The statement “KEEP INSTRUCTIONS FOR FUTURE
USE” shall be highlighted.)

9.1.2 Warning Statements—In warning statements located
in the instructional literature, the letiers of the word
«  WARNING?” shall be not less than 0.2 in. (5 mm) high
and the remainder of the text shall be in letters not less than 0.1
in. (2.5 mm) high.

9.1.3 The following warning statement shall be included
exactly as stated below: ‘

WARNING—Failure to follow these warning
and assembly instructions could result in
serious injury or death.

9.2 Additional warning statements shall address the follow-
ing:

g9.2.1 The crib, including side rails, must be fully erected
prior to use.

- 92.1.1 Forcribs with latches to prevent lowering a dropside
or prevent folding, add the following statement to that in 9.2.1:

Make sure latches are secured.

9.22 DO NOT leave child in crib with side lowered. Be
~ sure side is in raised and locked position whenever child is in

crib.

9.2.3 For cribs with removable top rails:

Top support member must be installed prior to use. Failure to
install may result in child falling out of crib.

9.2.4 For mesh sided cribs:

92.4.1 Omit the cautionary statement specified in 16 CFR

Part 1509-1509.11(b)(1) and add the following:

Suffocation Hazard—To help prevent suffocation from

entrapment, use only the mattress provided by the manu-

- facturer, Never use additional mattress or padding.

o e
N

rovided, add the following:

uffocation Hazard—To help prevent suffocation from
entrapment, use only the mattress provided by the manu-
facturer. Never use additional mattress or padding.

2.6 Strings can cause strangulation! DO NOT place items
1 a string around a child’s neck such as hood strings or
r cords. DO NOT suspend strings over crib or attach
s to toys. .

7 Discontinue use of the crib when child is able to climb
~reaches the height of 35 in. (890 mm).

8 DO NOT place crib near window where cords from
r drapes may strangle a child.

When child is able to pull to standing position, remove
pads, large toys and other objects that could serve as

9.2.5 For rigid sided cribs that must use only the mattress

steps for climbing out.

9.2.9.1 For cribs with an adjustable height mattress support,

replace warning in 9.2.9 with the following:

When child is able to pull to standing position, set
mattress to lowest adjustment position and remove
bumper pads, large toys, and other objects that could serve
as steps for climbing out.

9.2.10 Cribs equipped with teething rails must include the

following statement in the list of warnings set out in 9.1.2:

Replace teething rail if damaged cracked or loose.

9.2.11 The instructions shall include the statements to ad-

dress the following:
9.2.11.1 Before each usage or assembly, inspect crib for
damaged hardware, loose joints, missing parts, or sharp edges.
DO NOT use crib if any parts are missing or broken. Ask your
dealer or write to (manufacturer) for replacement parts and
instructional literature if needed. DO NOT substitute parts.

9.2.11.2 Never use plastic shipping bags or other plastic film
as mattress covers not sold and intended for that purpose. They
can cause suffocation.

9.2.11.3 If refinishing, use a non-toxic finish specified for

children’s products.

9.2.12 Water Mattress Use: » .

9.2.12.1 Cribs not intended to hold water mattresses must

include the following statement:

DO NOT use a water mattress with this crib.

9.2.12.2 Cribs designed to use a water mattress, must

specify the maximum thickness and weight of the water
mattress. ’

10. Test Methods

Note 8—All wood blocks are fabricated from 1 in. (25 mm) nominal
thickness lumber having a finished thickness of %in. (19 mm) unless
otherwise specified. ’

10.1 Martress Support Impact Test for Rigid Sided Cribs:

10.1.1 Equipment:

10.1.1.1 Impactor—A circular device with a contact area of
1 2 (930 cm?), 13.5 in. (340 mm) diameter, with a 12 in. (3
mm) radius to ease the edges between the circular contact
surface and the vertical cylindrical surface. The total weight
shall be 45 Ib (20 kg). The impactor shall pivot freely.

10.1.1.2 Typical Test Frame—See Fig. 3.

10.1.2 Test Procedure

10.1.2.1 Remove casters from the crib.

10.1.2.2 Prevent the crib from sliding in a manner that does
not prevent changes of angle that may take place in the crib
structure (see Fig. 4). )

10.1.2.3 Conduct all testing with the mattress support in the
lowest position.

10.1.2.4 Allow the impactor specified in 10.1.1.1 to pivot
freely and to free fall 6 in. (150 mm) onto the upper surface of
the mattress provided with the crib or the pad at a rate of 4
seconds per cycle for the following number of cycles.

10.1.2.5 500 cycles within ¥2 in. (13 mm) of the geometric
center of the matiress area.

10.1.2.6 100 cycles at each of two diagonally opposite
corners, the weight center line, centered 9 + %4, -0 in. (230
+13, ~0 mm) from the crib sides forming the corner.

10.2 Side or End Impact Test, or Both, for Rigid Sided Cribs
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10.2.1 Equipment:
10.2.1.1 Typical Side Assembly Test Fixture (See Fig. 5).

10.2.1.2 Rubber pad %+ %6 in. (9 £ 1.6 mm) thick 30 to
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40 durometer, Type A scale. Large enough to cover the impact
area specified in 10.2.1.6.
10.2.1.3 Support hanger (see Fig. 6) for dropside(s) only.
10.2.1.4 Two vertical stops (see Fig. 7) for dropside(s) only.
10.2.1.5 Test frame (see Fig. 8) for dropside(s) only.
10.2.1.6 Impactor with contact dimensions of 1.5 by 1 in.
(38 by 25 mm) and a weight of 25 1b (11.3 kg) with the 1 in.
(25 mmy) positioned perpendicular to the length of the frame.
10.2.2 Dropside Impact Test:

Note 9—Cribs designed with a stationary lower side section and
movable upper section will be tested in accordance with 10.2.4.

10.2.2.1 Remove the dropside from the crib assembly.

10.2.2.2 Mount the dropside in a rigid test fixture so that it
will hang vertically as it would when assembled to a crib (see
Fig. 5).

10.2.2.3 Support the dropside within 2 in. (5 mm) of each
end of the top rail by placing the top rail in support hanger (a
trough-like support fixture) (see Fig. 6).
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Note 1—Used only if side or end rails are removeable.
FIG. 5 Typical Side Assembly Test Fixture

2.4 To prevent “pendulum swing” of the side during
the side bottom rail may be loosely constrained
n two vertical stops (see Fig. 7).

2.5 Allow the impactor to free-fall 3 + %2, -0 in. (76
'mm) 50 times at a rate of 4 = 1 s per cycle using the
contact dimensions specified in 10.2.1.6. The weight
pact either directly or indirectly through a mechani-
e upon the rubber pad specified in 10.2.1.2 located on
surface of the bottom rail between two adjacent
r slats as near the center of the rail as possible.
Dropside Static Test:

Upon completion of the cyclic test 10.2.2, aload of
kg) will be applied at the point of impact testing
de is supported by the top rail at a point vertically
the point of load application (see Fig. 8).

e contact area for the load and reaction support
same as the impact area defined in 10.2.1.6.

this load shall be applied gradually within a period
ntained for an additional 30 s.

onary Side or Foldable Side Impact Test:
semble the crib in accordance with manufactur-

¢ the bottom ends of the crib to eliminate

W the impactor to free-fall 3 + Y2, -0 in. (76
times at a rate of 4 = 1 s per cycle using the
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impactor contact dimensions specified in 10.2.1.6. The impac-
tor should impact either directly or indirectly through a
mechanical linkage upon the rubber pad specified in 10.2.1.2
located on the top surface of the bottom rail between two
adjacent spindles or slats as near the center of the rail as
possible.

10.2.5 Stationary Side or Foldable Side Static Test:

10.2.5.1 The stationary side will remain mounted to the crib
for this portion of the test.

10.2.5.2 Upon completion of the cyclic test 10.2.4, apply a
load of 100 Ib (45 kg) at the point of impact testing.

10.2.5.3 The contact area for the load shall be the same as
the impact area previously defined in 10.2.1.6. )

10.2.5.4 Apply the load gradually within a period of 5 s and
maintained for an additional 30 s.

10.3 Mattress Support System Test for Rigid Sided Cribs—
This test assists in evaluating the integrity of the attachment of
the mattress support to the crib.

10.3.1 Equipment:

10.3.1.1 Wood Corner Block (See Fig. 9)—1%: in. (40 mm)
by 3¥2 in. (90 mm) by 12 in. (300 mm)

10.3.2 Test Procedure: ‘

10.3.2.1 Prevent upward motion of the crib-during this test.

10.3.2.2 Conduct all procedures with no mattress in the crib.

10.3.2.3 If the mattress support system utilizes a common
support design at all points of attachment, testing is required in
only one corner. If more than one support design is used, each
point of attachment utilizing a different design must be tested.

10.3.2.4 Apply the force with the mattress support in each
of the adjustment positions.

10.3.2.5 Apply the 25 Ibf (110 N) force to the mattress
support through the wood corner block diagonally positioned
such that the centerline of this wood comer block contacts the
underside of the mattress support at points 6 * Y5in. (150 + 13
mm) from the corner of the support. (6 in. [150 mm] from the
projected corner for a mattress support not having a square
corner) (see Fig. 9).

10.3.2.6 Apply the 25 1bf (110 N) force gradually within a
period of 5 s and maintain for an additional 10 s before
releasing the force.

10.4 Side or End Latch Test, or Both, for Rigid Sided Cribs:

10.4.1 Equipment—Two 2 by 2 in. (50 by 50 mm) wood
blocks for transmission of applied loads.

10.4.2 Test Method for Dropside Latch—Remove casters
from the crib. Secure the bottom of the crib in a manner that
will prevent horizontal motion. '

10.4.3 Procedure for Vertical Dropside Latch Tests:

10.4.3.1 Gradually apply within 5 s a vertically downward
force of 60 1bf (270 N) through a hardwood block with 2 in. (50
mm) by 2 in. (50 mm) contact area to the upper horizontal rail
of the crib side at a point that is 6 = Y5 in. (152 * 13 mm) from
one end of the dropside rail. While the 60 Ibf (270 N)
downward force is applied to the dropside, gradually apply
within 5 s a 30 Ibf (133 N) horizontal force in a direction
parallel to the dropside. The point of application of this force
is to be coincident with the horizontal extension of the
longitudinal centerline of the dropside and 1 = Y in. (25 * 13
mm) down from the top of the crib corner post or crib end
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Note 1—Used only if side or end rails are removeable.
FIG. 6 Typical Support Trough

panel for construction not incorporating crib corner posts (see
Fig. 10). Maintain this horizontal force for an additional 30 s
then reverse its direction and maintain for an additional 30 s.

10.4.3.2 Repeat this procedure at the other end of the crib
dropside and, if the crib has more than one dropside, perform
the test at each end of each dropside.

10.4.3.3 Upon completion of the test, release the dropside
latch and lower the dropside. Then raise the side and observe
whether the latch automatically engages in- the manner in-
tended by the manufacturer.

10.4.4 Procedure for Horizontally Hinged Dropside Latch
Test:

10.4.4.1 Place the hinged dropside in the latched position.
Through a hardwood block with contact area of 2 in. (50 mm)
by 2 in. (50 mm), gradually apply within 5 s a force of 30 Ibf
(130 N) horizontally outward, perpendicular to, and at a point
that is 6 = ¥ in. (152 = 13 mm) from one end of the hinged
dropside upper rail. While this 30 1bf (130 N) force is applied

to the dropside, gradually apply within 5 s a 30 Ibf (130 N)

horizontal force in a direction parallel to the hinged side. The

10

point of application of this force is to be coincident with the
horizontal extension of the longitudinal centerline of the
hinged dropside and 1 * Y4in. (25 £ 13 mm) down from the
top of the crib corner post or crib end panel for construction not
incorporating crib corner posts (see Fig. 10). Maintain this
horizontal force for an additional 30 s then reverse its direction
and maintain for an additional 30 s.

10.4.4.2 Place ‘the hinged dropside in the latched position.
Through a hardwood block with contact area of 2 in. (50 mm)
by 2 in. (50 mm), gradually apply within 5 s a force of 30 Ibf
(130 N) horizontally inward, perpendicular to, and at a point
that is 6 = Y% in. (152 = 13 mm) from one end of the hinged
dropside upper rail. While this 30 Ibf (130 N) force is applied
to the dropside, gradually apply within 5 s a 30 Ibf (130 N)
horizontal force in a direction parallel to the hinged dropside.
The point of application of this force is to be coincident with
the horizontal extension of the longitudinal centerline of the
hinged dropside and 1 * %in. (25 £ 13 mm) down from the
top of the crib corner post or crib end panel for construction not
incorporating crib corner posts. Maintain this horizontal force
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for an additional 30 s then reverse its direction and maintain for
an additional 30 s.

10.4.4.3 Repeat the procedures at the other end of the
hinged dropside. If the crib has more than one hinged dropside,
perform this test at each end of each hinged dropside.

10.4.4.4 Upon completion of the test, release the dropside
latch and lower the dropside. Then raise the side and observe
whether the latch automatically engages in the manner in-
tended by the manufacturer.

10.4.5 Test Procedure for Latches to Prevent Folding of a
Foldable Side or End:

10.4.5.1 With the product in the manufacturer’s recom-
mended use position, apply a 30 Ibf (130 N) force at the center

11

of the latch, in the direction the side folds. Gradually apply the
force within 5 s and hold for an additional 30 s.

10.4.5.2 Repeat at other folding latch locations.

10.4.5.3 Upon completion of the test, inspect the latch for
proper function.

10.5 Plastic Teething Rail Test for Rigid Sided Cribs:

10.5.1 Equipment:

10.5.1.1 Feeler Gage, 0.040 by 1 in. (1 by 25 mm).

10.5.1.2 Wood Block, 2 by 2 in. (50 by 50 mm).

10.5.1.3 Chatillon Push, Pull Force Gage, DPPH-100 or
equivalent.

10.5.2 Procedure for Plastic Teething Rail Test:

10.5.2.1 With plastic teething rail assembled to crib top rail,
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apply a 50 1bf (220 N) vertically downward force to the top of
the teething rail through the hardwood block at the center top
of the teething rail.

10.5.2.2 While this force is maintained, the feeler gage shall
not fit between the vertical surfaces of the top rail and the
inside surface or edge of the plastic teething rail (see Fig. 11).

10.5.2.3 Repeat at center location wherever a plastic teeth-
ing rail is located.

10.6 Side Strength and Deflection Tests for Mesh/Fabric
Cribs:

10.6.1 Equipment—Wood block, 6 by 6 in. (150 by 150
mm).

10.6.2 Test Method.:

10.6.2.1 Perform test described in 10.6.2.2 and 10.6.2.3 in
sequence at the same location without refurbishing or adjusting
the test sample.

10.6.2.2 When the crib sides fully erected, gradually apply
a 50 1bf (220 N) force vertically downward over a 2 in. (50
mm) length of the top edge of side and hold for 10 s. Remove
the force and measure the permanent deflection. Perform the
test at locations deemed to be the weakest or the most likely to
fail.

10.6.2.3 Place a 6 by 6 in. (150 by 150 mm) wooden block
on the crib floor 1 = Y4in. (25 * 13 mm) from the center of the
top edge of the side positioned so the vertical centerline is in
line with the point of application of the 30 1bf (130 N) force.
Center a 10 Ib (4.5 kg) weight on the wooden block. Gradually
apply a 30 Ibf (130 N) force vertically downward over a 2 in.
(50 mm) length of the side top edge. Maintain the force for 10
s while measuring the height of the side from the edge of the
crib floor to the point of application of the force. Perform the
test at locations deemed to be the weakest or the most likely to
fail.

10.7 Floor Strength Test for Mesh/Fabric Cribs:
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10.7.1 Equipment—Wood block, 6 by 6 in. (150 by 150
mm).

10.7.2 Test Method: .

10.7.2.1 Remove cushions that are not part of the floor or
mattress support. Place a 50 Ib (23 kg) and a 30 Ib (14 kg)
weight each onto a 6 by 6 in. (150 by 150 mm) wood block
spaced 6 = V4 in. (150 = 13 mm) apart and maintain for 60 s.
Perform the test in those locations deemed to be the weakest or
the most likely to fail. Remove the load and check for
structural failure. .

10.7.2.2 Remove cushions that are not part of the floor or
mattress support. Allow a 30 Ib (14 kg) rigid weight to drop
freely from a height of 3 = %2 in. (76 = 13 mm) onto a 6 by
6 in. (150 by 150 mm) wood block. Conduct the drop test 50
times in the same place with no more than 10 s between drops.
Perform the test in those locations deemed to be the weakest or -
the most likely to fail.

10.8 Locking Mechanism Test: ;

10.8.1 Dropside Locking Device Test Method—With the
dropside rail of the crib in its uppermost position, gradually
apply a force of 10 Ibf (45 N) to the locking mechanism in the
direction tending to unlock it. The locking mechanism shall not
unlock until the force of 10 Ibf (45 N) has been exceeded.

10.8.2 Folding Latch Test Method—With the product in the
manufacturer’s recommended use position, gradually apply a
force of 10 1bf (45 N) to the locking mechanism in the direction
tending to unlock it. The locking mechanism shall not unlock
until the force of 10 Ibf (45 N) is exceeded.

10.9 Mesh Opening Test:

10.9.1 Equipment:

10.9.1.1 Steel Rod—Va % 0.005 in. (6.3 = 0.1 mm) diam-
eter with full-radius tip.

10.9.2 Test Method—With the crib and the side rails in their
fully erected position, gradually apply a force of 5 Ibf (22 N)
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perpendicular to the plane of the mesh opening using the rod
specified in 10.9.1.1. Perform the test in those locations
deemed to be the weakest or the most likely to fail.
10.10 Test for Strength of Mesh and Integrity of Attachment:
* 10.10.1 Equipment—Wood block, 6 by 3 in. (150 by 75
mm).
10.10.2 Test Method:
10.10.2.1 Assemble the product in accordance with the

manufacturer’s instructions. Place the product on its side so
that its side lies in a horizontal plane. Secure the product so that
it does not move or collapse when placed on its side. Any
blocking or support necessary to maintain the position de-
scribed may be used if the blocking does not act directly on the

frame of the side under test.
10.10.2.2 Place the wooden block on the side of crib with 6
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in. (150 mm) sides running parallel to the top rail.

10.10.2.3 Gradually apply a force of 20 Ibf (90 N) on the
wood block over 5 s and maintain for an additional 10 s.
Gradually remove the force over 1 s.

10.10.2.4 Perform the test specified in 10.10.2.3 ten times,
allowing 10 s recovery time between tests.

10.10.3 The loading procedure described in 10.10.2.3 and
10.10.2.4 shall be applied to three areas of each side of the
product as follows:

10.10.3.1 At the geometrical center of the side or, where
exterior framing interferes with the test, as close as possible to
the geometric center;

10.10.3.2 At the top rail of the side, with the closer 3'in. (75
mm) edge of the load block between 1 and 2 in. (25 and 50
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FIG. 10 Crib Side Latch Test

mm) from the center of the rail at the center line of the top rail;
and

10.10.3.3 At the bottom rail with the closer 3 in. (75 mm)
edge of the load block between 1 and 2 in. (25 and 50 mm)
from the center of the rail at the center line of the top rail.

10.11 Mesh/Fabric Attachment Strength Test Method:

10.11.1 Gradually apply a force of 30 1bf (130 N) using a
clamp with a % in. (19 mm) diameter clamping surface to the
attachment point in the direction of the force applied by the
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fabric shell. Gradually apply the force over 5 s and hold for an
additional 10 s.

10.11.2 Repeat the test in 10.11.1 at each different type of
attachment at least once per side, if present.

10.11.3 After testing per 10.11.1 and 10.11.2, inspect the
attachment to determine if the attachment has separated or can
be inadvertently unhooked or disconnected.

10.12 Test for Stability of Product:
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FIG. 11 Teething Rail Test

10.12.1 Assemble the product in accordance with the manu-
facturer’s instructions.

10.12.2 Place the product on a sheet of ¥ in. (19 mm)
plywood of such a size that all support points or legs are at least
2 in. (50 mm) from any edge of the plywood.

10.12.3 Orient the product so that one set of support points
or legs in the same plane is parallel to the edge of the plywood.

10.12.4 Place the 52 1b (23 kg) stability test device de-
scribed in Fig. 12 on the floor of the product with the 12 in.
(300 mm) edge parallel to the side of the product and as close
as possible to the side of the product that is parallel to the edge
of the plywood.

10.12.5 Tilt the plywood about the parallel edge until the
plywood forms an angle of 10° with the horizontal.

10.12.6 Repeat test for each possible orientation of the

product.

10.13 Adhesion Test for Printing:

10.13.1 Apply the tape test defined in Test Method B,
Cross-Cut Tape Test, of Test Method D 3359, eliminating the

parallel cuts.
10.13.2 Perform the test once in each different location

15

where warnings are applied.

10.14 Removal of Protective Components:

10.14.1 Test components in accordance with each of the
following methods in the sequence listed:

10.14.2 Secure the crib so that it cannot move during the
performance of the following tests.

10.14.3 Torque Test—Apply a torque of 4 1bf-in (0.5 N-m)
gradually within a period of 5 s in a clockwise direction until
a rotation of 180° from the original position has been attained
or 4 Ibf-in (0.5 N-m) has been reached. Maintain the torque or

‘maximum rotation for an additional 10 s. Maintain then

remove the torque and permit the test components to return to
a relaxed condition. Then repeat this procedure in the counter
clockwise direction.

10.14.4 Tension Test:

10.14.4.1 Attach a force gage to the component cap, sleeve
or plug by means of any suitable device. For components that
cannot reasonably be expected to be grasped between thumb
and forefinger, or teeth, on their outer diameter but have a gap
of 0.04 in. (1.0 mm) or more between the rear surface of the
component and the structural member of the crib to which they
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are attached, a clamp such as shown in Fig. 4 may be a suitable
device.

10.14.4.2 Be sure the attachment device does not compress
or expand the component to hinder removal of the component.

10.14.4.3 Gradually apply a 15 1bf (67 N) force in the

direction that would normally be associated with the removal ’

of the component. Apply the force within 5 s and maintain for
an additional 10 s.

10.15 Vinyl Thickness Measurement:

10.15.1 Equipment—A paper micrometer with spring
loaded foot.

16

15 Ibf (67N) MAX TENSION

FIG. 13 Tension Test Adapter/Clamp

10.15.2 Test Method—Measure the thickness at four loca-
tions, one at each end and two in a location near the middle.

10.16 Test for Attachment of Storage Pouch or Other Parts
With Printed Warnings—Using a clamp with a % in. (19 mm)
diameter clamping surface to grasp the pouch or part, gradually
apply a 30 Ibf (130 N) force in a direction parallel to the plane
of the surface of the pouch or part it is fastened to. Apply the
force over a 5 s period and hold for an additional 10 s.
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qﬂlp Designation: F 966 — 00

Consumer Safety Specification for
Full-Size and Non-Full-Size Baby Crib Corner Post

Extensions’

This standard is issued under the fixed designation F 966; the number immediately following the designation indicates the year of
original adoption or, in the case of revision, the year of last revision. A number in parentheses indicates the year of last reapproval. A
superscript epsilon (e) indicates an editorial change since the last revision or reapproval.

INTRODUCTION

This consumer safety specification addresses crib accidents that were identified by the U.S.
Consumer Product Safety Commission (CPSC).

Reports of fatal strangulations associated with crib corner post extensions have been received by the
CPSC. These incidents may be separated into two distinct types. The first group involved younger
children who had pacifier cords, ribbons, or necklaces around their necks that caught on a comer post
projection or who became entangled with toys suspended from crib corner posts. The other type of
incident involved older children, who were attempting to climb out of their cribs when an article of
clothing became caught on a corner post projection and they were strangled.

In response to the incident data provided by the Commission, this consumer safety specification
attempts to minimize the risk of injury or death due to entanglement associated with projecting comer
posts or finials on full-size and non-full-size cribs.

1. Scope

1.1 This consumer safety specification establishes design
requirements for corner posts of full-size and non-full-size
baby cribs (Note 1) to minimize the potential for strangulation
of infants and young children who may attempt to climb out of
the crib. It also provides information in the instructions
furnished with cribs of the potential hazard to children wearing

. pacifiers, necklaces, or any other items around their necks.

Note 1-—The terms “full-size” and *“non-full-size” cribs are those used
in the mandatory requirements for these products that were promulgated
by the U.S. Consumer Product Safety Commission and published in the
Code of Federal Regulations as 16 CFR Parts 1508 and 1509.

! This consurner safety speciﬁcation is under the jurisdiction of ASTM Commit-
tee F15 on Consumer Products and is the direct responsibility of Subcommittee

F15.18 on Cribs, Toddler Beds, and Play Yards.
Current edition approved March 10, 2000. Published June 2000. Originally

published as F 966 — 90. Last previous edition F 966 - 96.

Copyright @ ASTM, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, United States.

2. Referenced Documents

2.1 Federal Regulations:?
16 CFR 1508 Requirements for Full-Size Baby Cribs
16 CFR 1509 Requirements for Non-Full-Size Baby Cribs

3. Requirements

3.1 No corner post assembly shall extend more than 0.06 in.
(1.5 mm) above the upper edge of an end or side panel,
whichever is higher, when measured from the lowest point on
the upper edge of the end or side panel within 3 in. (76 mm)
from the outermost contour of the post or elbow (see Fig. 1).

3.1.1 This requirement applies when any drop side/drop
gate is in either the raised or lowered position.

3.1.2 The limitations in 3.1 do not apply to a corner post
assembly that extends at least 16 in. (406 mm) above the
uppermost surface of the side rail in its highest position.

3.1.2.1 Corner posts intended to accept removable vertical
extensions made up of two or more segments (such as canopy
post extensions) shall not permit the attachment of individual
segments such that the resultant vertical extension would be in
violation of the dimensional requirements of 3.1.2.

3.2 Instructional literature furnished with cribs shall include
the following statement:

WARNING: Strings can cause stangulation! Do not place
items with a string around a child’s neck, such as hood strings
or pacifer cords. Do not suspend strings over a crib or attach
strings to toys.

2 Available from the Consumer Product Safety Commission, Washington, DC
20207.
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FIG. 1 lllustration of Requirements in 3.1 for Crib Corner Post Extensions

3.2.1 The word “WARNING” shall be in letters not less  not less than 0.11 in. (2.5 mm) high.
than 0.2 in. (5 mm) high and the remainder of the text in letters
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